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CITY OF WAUSAU, WISCONSIN 
 

 

REQUEST FOR QUOTATIONS: 

 

Flatbed for 26,000 GVWR Truck with a 120” CA 

 
 

QTY. - 1 

 

 

 

 

Quotations will be received on or before May 23, 2014 by 3:00 P.M. in the office of the Public Works 

Superintendent at 400 Myron Street, Wausau, Wisconsin 54401. Quotations will be opened at the Board of 

Public Works meeting on  May 27, 2014 at 9:30 A.M. in the office of the Director of Public Works, at 407 

Grant Street, Wausau. If you have any questions please call the Public Works Fleet Manager at (715) 261-6968.  

It is not necessary to attend the meeting.  Quotation results will be faxed to the dealers after they have been 

compiled and evaluated. 
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GENERAL 

The following specifications are intended to serve as general guidelines to obtain quotations on comparable 

equipment.  It shall be the responsibility of the supplier to fully comply with these minimum specifications.  

The quotation information shall itemize in detail all standard and accessory equipment.  The equipment shall be 

new and of the latest type and model, shall be equal to or exceed the following specifications, and shall conform 

to all safety and OSHA regulations.  All parts not specifically mentioned which are necessary to provide a 

complete operating piece of equipment shall be included in the quotation and shall conform in strength, quality 

of material, and workmanship to what is usually provided the trade in general. 

 

The supplier shall describe in detail those areas where his equipment does not comply with these specifications.  

Any alternate equipment or material deviating from these specifications shall also be described in detail.  

Failure to do so may disqualify the quotation. 

 

The City will not necessarily purchase the lowest priced equipment.  The decision to purchase will be based on 

price, performance, maintenance history, availability of parts and service, equipment warranty, evaluation of 

quality, past operation experience, and delivery date. 

 

The City of Wausau reserves the right to reject any and all quotes, and to determine the choice of equipment in 

the best interests of the City after considering those criteria mentioned in the preceding paragraph. 

 

 

INTENT 

It is the intent of this specification to describe a flatbed on the chassis with a 120” cab to axle. This unit shall be 

the manufacturer's latest model except as modified herein.  The flatbed, including all necessary equipment, shall 

be furnished and delivered new, complete and ready for use. 

 

 

TYPE OF SERVICE 

The City of Wausau will use this vehicle in the day to day operations of the Department of Public Works and 

the City.  The vehicle will be required to travel all types of roads ranging from bituminous and concrete 

pavement to rutted, uneven, and possible off road operations.  The supplier shall take the above conditions into 

consideration before submitting their quotation.  Under the guarantee, no claims of abuse because of the above 

described normal use conditions will be given any consideration by the City. 

 

 

DEVIATIONS TO SPECIFICATIONS:  In the following specifications please put a Y  in the column to the 

left if you comply with the specification in that line or an N if you don’t comply.  If you have any deviation 

from the specification listed on that line please use the blank space on pg. 6 to describe your deviation.  Failure 

to fill out these columns may result in a rejection of your quotation. 

 

 

 

 

 
 

 



M:\Equipment specs 2014\Flatbed for26,000 GVWR.docx 5-2-14.docx Page 3 

 

Flatbed for 26,000 GVWR Truck with a 120” CA  

 
1. Backpack Style Tool Box Mounted Behind Cab 

 
A. _____ 24” long x 60” high x 82” deep 
B. _____ Tapered profile to conform to cab 
C. _____ Heavy duty 14 gauge all galvanneal steel construction 
D. _____ Stainless steel door hinge pry – proof, with a built in weather shield to provide full length door support 
E. _____ Double panel 20 gauge galvanneal steel hat section reinforced doors for durability 
F. _____ Double spring over center door retainers to keep compartment doors either open or closed 
G. _____ Thick full perimeter “uninterrupted” automotive type door seals to protect compartment contents from the 

outside elements 
H. _____ Stainless paddle handle rotary door latches, lockable 
I. _____ Top split sliding shelf, one (1) shelf to pull out to curbside, the other to pull out to driver side 
J. _____ Full slide out center shelf, slides out only to curbside of truck 
K. _____ Four (4) stationary swivel hooks 
L. _____ Prime paint: body is completely immersed in electrodeposition gray epoxy primer with a zinc phosphate 

precoat and sealer. Body thoroughly undercoated for additional corrosion protection.  Mar resistant, glossy interior 
finish, painted light gray for visibility, no exceptions 

M. _____  Guaranteed against rust through for six (6) years 
N. _____ Painted one color – black 
O. _____ Inside cabinet rope lighting in all compartments 

 

2. Extra Heavy Duty Platform 
 

A. ____ 11’ 6” x 95.75” outside dimensions 

B. _____ 3/16” tread plate steel floor with six (6) factory installed stake pockets in floor with City to determine exact 
location.  

C. _____ 4” structural steel crosssills on 12” centers, every other cross sill gusseted to runsill 
D. _____ 5” Structural steel channel longmembers  
E. _____ (7) gauge no exceptions tapered tail skirt reinforced 
F. _____ 2” x 4” stake pockets outboard mounted of side rails on 24” centers 
G. _____ 3/8” flat bar banding rail mounted on outside of stake pockets full length each side of platform 
H. _____ 11 total clearance lights: 2 per corner & 3 light cluster identification in rear outrail. All LED 
I. _____ Heavy duty weld on reinforced bulkhead with  no window factory installed 
J. _____ Spacing between platform and backpack to be 7” to allow for City installed tool racks 
K. _____ Factory to fabricate and install (saw storage boxes) on passenger side of body connected to the bulkhead. 
L. _____ Dimensions are as listed as follows, (Door opening of minimum of 16”) saw storage compartment will be 

a total of 16-17” wide, height will be a total of 40” H and length of 40” L, with a divider at 20”  or center of box 
to accommodate 2 saws stored above each other. One box with 2 compartments. Saw should slide in without 
restriction. 

M. _____ Factory to fabricate and install sign and barricade storage on drivers side of body attached to the 
bulkhead extending towards the rear of truck no more than 32” (with 32” opening) there is no door or 
lid/cover on this compartment. With the exception of the first 6” of the compartment will be covered at height of 
bulkhead with a divider vertically mounted down to bed. ( this is to slide signs in for storage) and the balance of 
28” to be open with no cover. This compartment is to store folding barricades. Will determine barricade hinges at 
later date. Chain and quick release hook to lock signs and barricades in compartment. Signs will slide in parallel 
to the bulkhead and the barricades will be 90 degrees to the bulk head, this is more of a divider than a storage 
box.8 angle iron dividers attached to the floor for barricade dividers.3 ¼” spacing.  

N. _____ Prime paint: body is completely immersed in electrodeposition gray epoxy primer with a zinc phosphate 
precoat and sealer. Body thoroughly undercoated for additional corrosion protection. Durable oven-cured black 
finish coat, no exceptions 
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3. Lighting  

 
A. _____ Vehicle front will have 2 Whelen Vertex Super LED (VTX609A) mounted on each front corner of vehicle 
B. _____ Cab will have 1 Whelen Responder LP R2 mini light bar (R2LPPA) mounted on roof of vehicle 
C. _____ Vehicle center will have 1 Whelen TIR3/LIN3 Super-LED or Vertex Super-LED warning lights mounted on 

each side of the vehicle (mid ship) giving the most possible visibility 
D. _____ Vehicle rear will have 2 Whelen 5G LED warning lights (5GA00FA) mounted in stainless steel light boxes 

on each rear corner of the liftgate rails. 
E. _____ Wiring will be connected to aux. light switches in cab or installed with a 4-6 switch light box mounted on 

dash. 
F. _____ Rear turn signals, and taillights will be LED 6” oval mounted in same light boxes as warning lights 
G. _____ Standard backup lights and alarm 
H. _____ Standard RV style light plug mounted on rear of vehicle and wire connectors inside a sealed terminal box 

mounted to vehicle chassis  
I. _____ All wiring color matched and ends sealed with crimp style heatshrink connectors 
J. _____ Wiring diagram of all auxiliary components and lighting provided by the body installer. 

 
 

4.  Electric Lift Gate   
  

A. _____ Capacity: 2,000 lbs 
B. _____ Push button controls 
C. _____ Steel pump enclosure  
D. _____ Hydraulics;  adjustable packing gland nut, with a pressure compensated flow valve which controls lowering 

speed, preventing free fall in the event of certain hydraulic failures.  Closed hydraulic system for longer cylinder 
life and less systems contamination 

E. _____ Bushings;  replaceable, lube free at major wear points 
F. _____ Relief valve:  relief valve to prevent overload lifting, prevents overloading during lifting cycle 
G. _____ Warranty: two years mechanical and two years on the hydraulic system 
H. _____ Circuit breaker:  150 amp 
I. _____ Piston rod:  chrome plated 
J. _____ Platform:  90” x 30” + 6” ramp 
K. _____ Paint; premium shot blast main frame with black polymerization finish, galvanized steel platform (no 

exceptions) 
L. _____ Installed and wired to Mfr. Specifications 

 
 

5.  Aux. water system  
 

A. _____ Capacity: 50 gal. stainless steel tank 
B. _____ Mounted on drivers side behind storage cabinet or truck mounted equipment 
C. _____ High volume, high pressure electric water pump to be mounted under the truck, plumbed to the tank with 

flexible tubing and a pump/tank drain valve at the lowest level. 50 psi and 350 GPH min. 
 

D. _____ Tank drain to be operated from the side of the truck with a push/pull handle and capable of draining the 
entire water system to prevent freezing. 

E. _____ Water Hose reel to be mounted on the right rear of the truck for easy access to the reel for repairs 
F. _____ 25 ft. of heavy duty water hose with typical garden hose ends 

 
 

6.   Auxiliary tool boxes 
 

A. _____ 1 open top storage box located behind water tank and ahead of rear axle on drivers side. Measurements 
approx. 36” L x 30” D. Height to be determined as to what space is available. Expanded metal bottom to allow dirt 
and water to escape, side opening shall have a 3” lip. 

B. _____ 2 - toolboxes located on passenger side behind backpack box.  Combined measurements approx.. 72” L x 
30” D. Height to be determined as to what is available swing-out doors preferred but drop down style is 
acceptable 
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C. _____ Heavy Duty 14 ga. Galvanneal construction 
D. _____ Stainless steel pry proof door hinge 
E. _____ Double panel 20 ga. Galvanneal reinforced door 
F. _____ Thick full perimeter uninterrupted automotive type door seals to protect contents from the outside elements 
G. _____ Stainless steel paddle style rotary latches 
H. _____ Prime paint: body is completely immersed in electrodeposition gray epoxy primer with zinc phosphate 

precoat and sealer. Body thoroughly undercoated for additional corrosion protection.  Mar resistant, glossy interior 
finish, painted light gray for   visibility, no exceptions. 

I. _____ Guaranteed against rust through for 6 years 
J. _____ 6 year latch and hinge warranty 

 
 
 

7.   Misc. 
 

A. _____ 2” Class 3 hitch receiver 
B. _____ Adjustable hitch 

 
     

 

Please use this space to explain any deviations to the specifications above. 
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QUOTATION 

Supply One Flatbed equipped per these specifications, f.o.b., Dept. of Public Works, 400 Myron Street, 

Wausau, Wisconsin, less state and federal taxes. 

 

 

 

Make: ______________________ Model: ______________________ Color: ____________________ 

 

  

 

Unit will cost.............................................................$_________________________                                                 

 

 

Delivery Date:__________________________ 

 

Name of Supplier:____________________________________________________________ 

 

Signature of Authorized Person:_________________________________________________ 

 

Address:____________________________________________________________________ 

                                 Street & Number                                         City                          State                              Zip 

 

 

Date:___________________________                                         

 

 

 

Please remove this page and place it on the top of this document when submitting quote. 

 

 

Return entire document when submitting quotation. 

 

 

 


